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Sealing to Structural Opening
The door frame to structural opening gap must be protected using one of the following methods:

1. Gaps up to 10mm must be 
sealed on both sides with a 
10mm capping depth of acrylic 
intumescent mastic, �re tested for 
this application to BS 476: Part 20 
or EN 1366-4.  Joint must be �tted 
with 15mm thick architraves 
overlapping at least 15mm each 
side.

2. Gaps between 10mm and 
20mm must be tightly packed 
with mineral �bre capped on 
both sides with a 10mm capping 
depth of acrylic intumescent 
mastic, �re tested for this 
application to BS 476: Part 20 or 
EN 1366-4.  Architraves are 
optional.

3. Gaps up to 20mm �lled with 
proprietary �re stopping product 
(e.g. expanding PU foam or 
preformed compressible 
intumescent foam).  Products 
must be successfully tested for 
this application to BS 476: Part 20  
or EN 1366-4.  Joint must be �tted 
with 15mm thick architraves 
overlapping at least 15mm 
each side.

4. Timber based or non-
combustible sub-frame up to
50mm thick, with no gaps 
between the components.  Joint 
must be �tted with 15mm thick 
architraves overlapping at least 
15mm each side.

5. Timber based or non-
combustible sub-frame up to 
50mm thick, with gaps up to 
10mm between the components 
�lled on both sides with 10mm 
capping depth of acrylic
intumescent mastic or full depth 
expanding PU foam, �re tested for 
this application to BS 476: Part 20 
or EN 1366-4.  Joint must be �tted 
with 15mm thick architraves 
overlapping at least 15mm each 
side. 

Guidance for various methods of sealing the frame to structural opening gap is also given 
in BS 8214: 2016 - Timber-based �re door assemblies - Code of practice, which may be 
referred to where appropriate.  Note:  Only timber-based doors that have been successfully 
tested to BS 476-22 or EN 1634-1.

Materials Required:
Acrylic Intumescent Mastic  (A2  Grade)
Mineral Fibre (A1 Grade) or Expanded Polyurethane Foam with �re retardant 

Acrylic intumescent mastic

Frame �xing

Architrave for joints not �lled with mineral
wool and optional for �lled joints

Mineral �bre in�ll for
joints exceeding 10mm

Fire stopping product

Frame �xing
Architrave

Frame �xing
Architrave

Timber based or non-combustible subframe

�

Frame �xing

Sub frame �xing 15mm thick architrave

10mm of acrylic intumescent mastic 
or full depth PU foam

Fixing for subframe
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